Popis

Piezoelektrické tlacitko se zesilenou ochranou proti vné&jSimu
prostfedi. IP69K dovoluje provoz pod vodni hladinou. Primér
montazniho otvoru je 22 mm, zavit M22x1, vné&j$i prdmér hlavy
tlacitka je 28 mm. RGB LED podsviceni vyzaduje napajeci
napéti 12 V. Vyrobeno z jednoho kusu korozivzdorné oceli AlISI
316L. Soucasti tlacitka je matice a tésnici krouzek. Dodava se
s kabelem délky 2,5/ 8/ 15 m.

Vyhovuje normam

ISO 9001:2015

2006/95/EEC pro zafizeni malého napéti

Stupen ochrany krytim: IP68/IP69 (IEC/ EN 60529)
EMC: smérnice 2004/108

RoHS, CE

Charakteristika

Ovérena spolehlivost: testovano na 50.000.000 cykli
Aktivace stlacenim: Ize spinat i v rukavicich a pomoci nastroja
Snadna udrzba: Ize oplachovat tlakovou vodou do 100 bart
Antivandal provedeni: pouZiti v mistech s hrubym zachazenim
Aktivace bez pfipojeni k el. napéti

Nahrazuje spinaci kontakt

Odolné proti ruseni EMI a ESD

Zaruka 3 roky

Priklady pouziti

Bazény a vifivky, sanitarni systémy, parkovaci automaty,
platebni a informacni kiosky, dalni¢ni terminaly, jizdenkové
automaty, nouzova a poplachova tlacitka, komunikacni zarizeni
v dopravnich prostfedcich, stanice nouzového volani, vlakova
dverni tlaCitka, ovladani zafizeni v téZkych provozech,

ovladani primyslovych spotrebi¢t apod.

Description

A Piezo Switch with enhanced protection against harsh
operating conditions. IP69K allows for deployment under
water level. Mounting diameter 22 mm, M22x1 thread,

28 mm flat actuation area, ring illuminated with RGB LEDs
powered by 12 V. Stainless Steel housing AISI 316L, one-
piece construction, mounted with a nut and an O-ring seal.
Available cable length 2,5/ 8/ 15 m.

Approvals

ISO 9001:2015

2006/95/EEC for low voltage components

IP Rating: IP68/IP69 compatible with IEC/ EN 60529
EMC: Directive 2004/108

RoHS, CE

Characteristics

Proven Reliability: Tested for 50.000.000 cycles
Waterproof: Used in the harshest outdoor conditions
Touch Activated: Operable with gloves, tools, etc.
Sterilizable: Wash down proof up to 100 BAR

Vandal Resistant: For use in high traffic and abusive areas
Zero power required for its operation

Mimics a dry contact switch closure

Eliminates EMI and ESD issues

Three-year warranty

Applications

Swimming pool and whirlpool controls, sanitary systems,
parking meters, payment and information kiosks, toll
collection terminals, public transport ticketing solutions,
emergency call buttons, train and bus intercoms, elevator
and highway Emergency Call Boxes, train door opening
switches, heavy-duty and commercial appliances etc.
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Technické udaje / Technical Data

Elektrické parametry / Electrical Data
Funkce kontaktu / Switch Function

N.O. Momentary

Spinané napéti / Switch Voltage 0-24 V AC/DC
Spinany proud / Switch Current 1 A max.
Napéti pro LED / LED Operating Voltage 12V DC
Testovany pocet sepnuti / Operating Cycles >50.000.000
Elektricky odpor kontaktu / Switch Resistance (OFF) >5 MQ
Elektricky odpor kontaktu / Switch Resistance (ON) <20 Q

Délka sepnuti / Pulse Duration 125-300 ms
Vstupni kapacita / Switch Capacitance 30 pF

Mechanické parametry / Mechanical Data
Material tlacitka / Housing Material

Stainless Steel AISI 316L

Spinaci sila / Actuating Force

3-5N

Podsvétleny krouzek / llluminated Ring

Polycarbonate

Prahyb tla¢itka / Actuating Travel 2 um
Mechanicka odolnost / Impact Protection IKO6
Zavit / Thread M22x1

PFipojovaci kabel / Connection Cable

LIYY 6x0.14 mm?

Prostiedi / Environmental Data
Provozni teplota / Operating Temperature

(-20 to +70) °C

Skladovaci teplota / Storage Temperature

(-20 to +85) °C

Stupen ochrany krytim / IP Rating

IP69K (front and back)

Vnitini schema zapojeni / Schematic Diagram Pripojeni ke svorkovnici / Terminal Block Wiring
(Pro Piezo-01/ -03/ -05)

Piezoelement

.

WHITE or GREY / BILA nebo SEDA

GREY or WHITE / SEDA nebo BiLA

RED or GREEN or YELLOW / CERVENA nebo ZELENA nebo ZLUTA
BROWN / HNEDA

BROWN/ HNEDA (+)

WHITE/ GREY
BiLA/ SEDA
GREY/ WHITE
SEDA/BILA
CERVENA
ZELENA
YELLOW (-)
ZLUTA

RED (-)
GREEN (-)
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TERMINAL BLOCK

— @ +IN

— @ CcOoM
— @ 0Cx
— +12V
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